
HIGH PERFORMANCE AIR & MOISTURE BARRIERS

Wall Assembly 3 - Steel Frame 
Less Than 2 Inches of Exterior 

Insulation - Heavy Cladding
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Dörken Systems Inc. 4655 Delta Way Beamsville, Ontario L3J 0T6
1-888-4 DELTA 4, (905) 563-3255 Fax: (905) 563-5582 

info@dorken.com, www.dorken.com

A DÖRKENGROUP company



3/4"
stainless steel drip
flashing

2"
DELTA®-STRATUS SA
fully-adhered air and water
resistive barrier

Brick-tie with (optional)
insulation retention washer

DELTA®-FLEXX-BAND
flexible transition
membrane, held 1/2"
back from face of brick

1" drainage gap

brick veneer

1/2" exterior
gypsum board

sheathing

 6mil. polyethylene
vapour control layer

vent & drain @ 24" o.c.

8"
 M

IN
.

MIN. 2% slope

1 1/2" xps insulation

DELTA-®DRAIN
c/w integral
geotextile fabric

DELTA®-DRY STUCCO
& STONE c/w stucco
finish

6" R24 mineral wool
insulation to fill stud

space

 6" steel stud
framed wall

1 1/2"  R6mineral wool
insulation

Waterproofing
membrane

lath
DELTA®-MULTI-BAND

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant
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WALL ASSEMBLY #3:
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ATTACHMENT AT FLOOR

Drainboard capping
piece (aluminum)



2"
2"

2"

 6mil. polyethylene
vapour control layer

backer rod and
sealant joint

6" R24 mineral wool
insulation to fill stud

space

 6" steel stud
framed wall

3/4"

DELTA®-STRATUS SA
fully-adhered air and
water resistive barrier

DELTA®-FLEXX-BAND
transition membrane

DELTA®-FLEX-BAND
flexible transition
membrane, held 1/2" back
from face of brick

Brick-tie with
(optional) insulation
retention washer

Shelf angle supported
on stand-offs attached
to structural beams

1" drainage gap

stainless steel drip
flashing

vent & drain @ 24" o.c.

brick veneer

DELTA®-STRATUS SA
fully-adhered air and
water resistive barrier

1 1/2"  R6 mineral wool
insulation

backer rod for
membrane support

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant

DELTA®-FLEX-BAND flexible
transition membrane or
DELTA®-LFS sealant

1/2" exterior
gypsum board

sheathing

6" R24 mineral wool
insulation to fill stud

space

 6" steel stud
framed wall
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1/2" exterior
gypsum board

sheathing

 R21 mineral wool
insulation to fill stud

space

3/4"

DELTA®-STRATUS SA
fully-adhered air and water
resistive barrier

1 1/2" mineral wool insulation

DELTA®-FLEXX-BAND
flexible transition membrane,
held 1/2" back from face of
brick

1" drainage gap

stainless steel drip
flashing

vent & drain @ 24" o.c.

brick veneer

DELTA®-FLASHING
membrane

continuous backer rod and
DELTA®-TILAXX or
DELTA®-LFS sealant

DELTA®-FLASHING
membrane to extend onto
throat of curtain wall,
terminate membrane in
DELTA®-TILAXX or
DELTA®-LFS sealant

exterior gypsum board
sheathing

double glazed
aluminum curtain

wall assembly

Shelf angle supported
on stand-offs attached
to structural beams

DELTA®-FLEXX-BAND
flexible transition membrane
or DELTA®-LFS sealant

backer rod and DELTA®-LFS or
DELTA®-TILAXX sealant joint

from window frame to membrane
for air & thermal continuity
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WALL ASSEMBLY #3:
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4"

1/2"

precast concrete
sill below

pre-finished sill
flashing below

DELTA®-FLASHING membrane to
extend onto curtain wall throat and lap

over DELTA®-STRATUS SA

continuous backer
rod and sealant

backer rod and DELTA®-LFS
or DELTA®-TILAXX sealant
joint from window frame to
membrane for air & thermal
continuity

6" R24 mineral wool insulation to
fill stud space

6mil. polyethylene
vapour control layer blocking to suit

gypsum board return
or interior trim

4"4"

double glazed
aluminum curtain
wall assembly

DELTA®-STRATUS SA
fully-adhered air and water

resistive barrier

1 1/2" R6 mineral wool
insulation

DELTA®-FLEXX-BAND
transition membrane or

DELTA®-LFS sealant

1/2" exterior gypsum
board sheathing
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2"

DELTA®-FLEXX-BAND
transition membrane installed in
two pieces, bottom first and then
top DELTA®-LFS liquid flashing

DELTA®-STRATUS SA
fully-adhered air and water
resistive barrier

DELTA®-LFS or
DELTA®-TILAXX sealant

and backer rod around
penetration from interior

1 1/2" R6  mineral wool
insulation

1" drainage gap

Brick-tie with (optional)
insulation retention washer

1/2" exterior
gypsum board

sheathing

 R21mineral wool
insulation to fill stud

space

 6mil. polyethylene
vapour control layer

brick veneer

 6" steel stud
framed wall continuous backer rod

and  DELTA®-LFS
sealant

DELTA®-FLEXX-BAND
transition membrane or
DELTA-LFS sealant

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant
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1/2" exterior
gypsum board

sheathing

backer rod and
sealant joint

4"
2"

3/4"

DELTA®-STRATUS SA
fully-adhered air and
water resistive barrier

DELTA®-FLEXX-BAND
transition membrane

DELTA®-FLEXX-BAND
flexible transition
membrane, held 1/2" back
from face of brick

stainless steel drip
flashing

loose lintel

continuous backer rod
and DELTA®-LFS or
DELTA®-TILAXX sealant

DELTA®-FLASHING
membrane or
DELTA®-LFS liquid flshing

1/
2"

1/2" exterior
gypsum board

sheathing

 6mil. polyethylene
vapour control layer

double glazed
aluminum, thermally

broken window

backer rod and DELTA®-LFS or
DELTA®-TILAXX sealant joint from
window frame to membrane for air

continuity

blocking to suit gypsum
board return or interior trim

Brick-tie with (optional)
insulation retention washer

1" drainage gap

brick veneer

vent & drain @ 24" o.c.

fill void with insulation

1 1/2" R6 mineral wool
insulation

6" R24mineral wool
insulation to fill stud

space

backer rod for
membrane support

6" R24mineral wool
insulation to fill stud

space

 6" steel stud
framed wall
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4"

1/2"

double glazed
aluminum, thermally
broken window

precast concrete
sill below

pre-finished sill
flashing below

DELTA®-STRATUS SA
fully-adhered air and water

resistive barrier

1 1/2" R6 mineral wool
insulation

DELTA®-FLASHING membrane or
DELTA®-LFS to extend from rough opening

and lap over DELTA®-STRATUS SA

continuous backer
rod and sealant

Backer rod and DELTA®-LFS or
DELTA®-TILAXX sealant joint
from window frame to membrane
for air & thermal continuity

fill void with insulation

6" R24mineral wool insulation to fill stud
space

6mil. polyethylene
vapour control layer

DELTA®-FLEXX-BAND
transition membrane or

DELTA®-LFS sealant

blocking to suit
gypsum board return
or interior trim

1/2" exterior gypsum
board sheathing
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3"

double glazed
aluminum, thermally
broken window

DELTA®-FLASHING membrane
or DELTA®-LFS extend into
rough opening and up and over
metal angle

precast sill, (anchoring
not shown)

Pre-finished sill flashing
c/w end dams

continuous metal
angle

 6" R24mineral wool
insulation to fill stud

space

 6mil. polyethylene
vapour control layer

1/2" exterior
gypsum board

sheathing DELTA®-STRATUS SA
fully-adhered air and
water resistive barrier

Brick-tie with (optional)
insulation retention washer

1" drainage gap

brick veneer

1 1/2" R6 mineral wool
insulation

intermittent plastic shims
@ 12" o.c. (thickness as

req'd 14" min.)

DELTA®-LFS or
DELTA®-TILAXX sealant joint

from window frame to
membrane/angle for air

continuity

blocking to suit gypsum
board return or interior trim

 6" steel stud
framed wall

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant
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2 
1/

2"

2"
2"

1"

Waterproofing membrane to
lap from roof membrane, up

over parapet and onto
DELTA®-STRATUS SA

DELTA®-STRATUS SA
fully-adhered air and
water resistive barrier

DELTA®-FLEXX-BAND
transition membrane

Brick-tie with (optional)
insulation retention
washer

1" drainage gap

M
IN

. 2
"

Pre-finished parapet
cap flashing c/w hook
clips, both sides, for
attachment

M
IN

. 2
"

 6mil. polyethylene
vapour control layer

brick veneer

backer rod and
sealant joint 1/2" exterior

gypsum board
sheathing

6" R24mineral wool
insulation to fill stud
space

6" R24 mineral wool
insulation to fill stud

space

 6" steel stud
framed wall

2 ply SBS roof
membrane

4" R15 mineral wool
insulation, joints offset and
staggered

2"

4" R15mineral wool
insulation

air and vapour
control layer

1 1/2" R6  mineral wool
insulation

slope

DELTA®-FLEXX-BAND
transition membrane

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant

DELTA®-FLEXX-BAND
transition membrane or
DELTA®-LFS sealant
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